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FEATURE:��

�z Complementary to MMBT3904. 

�z Power dissipation of 200mW. 

�z High stability and high reliability. 

 

MECHANICAL����

�z  

�z Epoxy UL: 94V-0 

�z Mounting position: Any 

�z Marking:2A  
Parameter Symbol Value Unit 

Storage temperature range Tstg -55 to150 ��  
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ELECTRICAL��CHARACTERISTICS (TA=25�� ,unless otherwise specified) 

Symbol Test Condition 
Value 

Unit 





MMBT3906� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��� JieJie Microelectronics CO. , Ltd ��

TEL�Æ���������������������������������� �����������������������������������������������������������������������������������������������K�W�W�S�������Z�Z�Z���M�M�Z�G�]���F�R�P

TAPE6��



MMBT3906� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��� JieJie Microelectronics CO. , Ltd ��

TEL�Æ���������������������������������� �����������������������������������������������������������������������������������������������K�W�W�S�������Z�Z�Z���M�M�Z�G�]���F�R�P��

FIG.1: Power derating curve FIG.2:


